
Key Features 

Aesthetics

• Consistent aesthetic with other Visual  

 Performance Speakers

• Low-profile grille provides a discreet design that 

 blends cleanly in the wall or ceiling

• High-strength magnetic retention system for a tight fit

Performance 

• Ultra thin with exquisite sound

• Designed with state-of-the-art materials

• Perfect for whole house audio

Installation

• Easy installation for shallow depth ceilings and walls

• One-piece paintable grille

• Single piece toggle feet to secure the speaker into  

 wall or ceiling surfaces 

VP52R UTL

Overview

With a mounting depth of 1 15/32” (37mm), the Sonance 

Visual Performance Ultra Thin-Line In-Ceiling Speaker 

maintains the same award winning performance and discreet 

design as the rest of the series. Developed with cutting-edge 

design and built using state-of-the-art materials the VP52R 

UTL has the largest woofer and the best low frequency 

response in it’s category.

VP52R UTL
IN-WALL & IN-CEILING ULTRA THIN-LINE SPEAKER

VISUAL PERFORMANCE
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LIMITED FIVE (5) YEAR WARRANTY
Sonance warrants to the first end-user purchaser that this Sonance-brand product (“Product”), when purchased from an authorized Sonance 
Dealer/Distributor, will be free from defective workmanship and materials for the period stated below. Sonance will at its option and expense 
during the warranty period, either repair the defect or replace the Product with a new or remanufactured Product or a reasonable equivalent. 
Warranty Period for this Product: Five (5) years from the date on the original sales receipt or invoice or other satisfactory proof of purchase.
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SKU:

Unit of Measure:

Tweeter:

Woofer:

 

Frequency Response:

Impedance: 

Power Handling:

Sensitivity: 

Shipping Weight:

Dimensions (Dia.):

Cut-Out Dimensions 

(Dia.):

Dimensions w/ 

Square Grille (W x H):

Speaker Depth:

Grille Material:

93368

Pair

1” (25mm) cloth dome, Ferrofluid-

cooled, in acoustic back chamber

5 1/4” (133mm) polypropylene cone 

with a rubber surround

75Hz - 20kHz ±3dB 

8 ohms nominal; 6 ohms minimum 

5 watts minimum; 80 watts maximum

89dB SPL (2.83V/1 meter)

9 lbs (4.1kg) pair (ESTIMATED)

9 3/4” (248mm)

8 1/4” (210mm) 

9 7/8” (250mm) x 9 7/8” (250mm)

1 15/32” (37mm)

Perforated Steel

VP52R UTL

Dimensions 
Diameter:   9 3/4” (248mm) 

Depth:  1 15/32” (37mm)

Cut Out Diameter:  8 1/4” (210mm)

With Square Adapter and Grille 

Width:  9 7/8” (250mm)

Height:  9 7/8” (250mm)

Diameter

Cut Out
Diameter Depth

FRONT

ISOMETRIC

9.83 [249.8]

9.83 [249.8]

HEIGHT

GRILLE

9.15 [232.4]

9.15 [232.4]

9.15 [232.4]

9.15 [232.4] 0.17 [4.4]Width

Height

Associated Products 

VP6SQ Square Adapter w/ grille 93030

(Pair Per Box)

VP6SQ Square Adapter w/ grille   93033

(5 Pair Per Box)

Medium Round Flex Bracket  92337

(5 Pair Per Box)

 Medium Round Coverplate 92335

(Pair Per Box)


