
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
 

 
 

 

SPECIFICATIONS C20m x 2 C20m x 3 C38m x 2 C20m x 2, C38m x 1 C38m x 3 

Playback Configuration Stereo LCR Stereo LCR LCR 

Installation Configuration 
On-Wall or 

Freestanding 
On-Wall or 

Freestanding 
On-Wall or 

Freestanding 
On-Wall or 

Freestanding 
On-Wall or 

Freestanding 

Custom Width (min-max) 38”  - ?” 58”  - ?” 68.5”  - ?” 73”  - ?” 108”  - ?” 

Frequency Response 40Hz  - 20kHz  +/- 2dB 35Hz  - 20kHz  +/- 2dB 35Hz  - 20kHz  +/- 2dB 35Hz  - 20kHz  +/- 2dB 35Hz  - 20kHz  +/- 2dB 

Sensitivity 90 dB 92 dB 93 dB 93 dB 93 dB 

System 4 ohms 4 ohms 3 ohms 4 ohms 3 ohms 

Amplifier Channels Required 4 6 4 6 6 

DSP Required Yes Yes Yes Yes Yes 

Height x Depth of on-wall 7.11” x 5.87” 7.11” x 5.87” 7.11” x 5.87” 7.11” x 5.87” 7.11” x 5.87” 

Height x Depth of free-standing 7.20” x 7.34” 7.20” x 7.34” 7.20” x 7.34” 7.20” x 7.34” 7.20” x 7.34” 

C20m x 2 

C20m x 2, C38m x 1 

C20m x 3 

C38m x 2 

All specifications are subject to change at any time in order to improve the product. 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For the ultimate in sound reproduction, fit-and-finish, and quality  
craftsmanship there is only one choice, Sage Series Superbars.  
 
Sage Series Superbars are available in custom lengths and colors to match any decor and/or 
environment.  The Sage Series Superbars must be used with active outboard crossovers and 
bi-amplification.  The exceptional low-frequency response   of the Sage Series Superbars 
allows for it to be used alone or with a Wisdom Audio RTL subwoofer(s).   
 

Sage Series Superbar 
C20m x2 | C20m x3 | C20m x2, C38m x1 | C38m x2 | C38m x3 

 

C38m x 3 


